
Surface reinforcement with natural drainage

Patented safety interlocking system 
Load bearing up to 350 t/m2

Low run-off coefficient
Ecologically viable

With multiple TÜV certificates

Car parks
Emergency access routes

Access roads and footpaths
Parks

etc.

Expertise for every application

ECORASTER® is available in various versions. Depending on
the area of use, the characteristics of the system are optimi-
sed in accordance with requirements.

ECORASTER® as a reinforcement system for airstrips 

Here the ECORASTER® system was used for reinforcing a take-off and
landing strip for gliders. The system has been a great success right
from the beginning. Despite the sparse covering of grass shortly after
installation, the reinforced area was ready for use straight away.

ECORASTER® for building 
construction

Even in building construction there
are countless applications for the
ECORASTER® system.

ECORASTER® for reinforcing and securing dikes and banks

Protection against erosion is a central topic in road building and 
landscaping. Due to its cell structure and flexible, highly 
weather-resistant composition, ECORASTER® is ideally suited to 
securing and reinforcing dikes, slopes and embankments.

Modular
system

Additional elements such as
slope angles, curve wedges,
car park markings etc. make
ECORASTER® a versatile rein-
forcement system.

... as diverse as nature

The ECORASTER® reinforcement
system can be optimally adapted
to existing conditions. Once
installed it is, like this park tur-
fed with ECORASTER® in Austria,

completely natural in 
appearance as well as providing
high strength and durability.

Further 
applications

For other areas of use, such
as horse riding, special
ECORASTER® types have been
developed. Find out more!

Note:
The descriptions and illustrations contained in this brochure are no substitute for detailed installation instructions.
Subject to technical modification.

Ein Produkt der                 Gruppe



The patented safety interlocking
system sets new standards...

The patented safety interlocking system (Patent No. 0576939) 
ensures a strong connection between the individual tiles.

Ecological functions of the system
- Regulation of moisture level

- Area load distribution (no compaction)

- Improvement of the microclimate

TÜV (German Technical Inspectorate)
certificates 
- Environmentally friendly in accordance with 

DIN 38412

- Up to 20 t axle load in accordance with 
DIN 1072 (E50, E30)

- Up to 10 t axle load in accordance with DIN 1072 
(S50)

- Monitored production
- UV-resistance and durability

- Quick and easy to install (approx. 100 m2

per person per hour) due to light weight 
(approx. 11 kg/m2)

- Low transport and handling costs

- High strength (up to 350 t/m2)

- Patented safety interlocking system 
(Patent No. 0576939) (see right)

- Surface reinforcement with natural drainage

- Extremely versatile due to additional elements (curve 
wedges, slope angles, car park markings)

- Minimal maintenance

- Non-slip and crackproof

- Weatherproof and environmentally-friendly

- Withstands frost and UV radiation

- Simple edge adaptation and cutting to size 
(see bottom left picture)

Areas of use
- Car parks and access roads
- Emergency access routes
- Slopes and embankments
- Road extensions and widening

1 2 3 4Step1

We've already saved you some
work. 12 individual tiles are
pre-connected at the factory
to form easy-to-install units.
That means you can install
1.33 m2 in one go.

Easy handling

ECORASTER ® can be optimally
adapted to all conditions. The
material (polyethylene) is fle-
xible and easy to handle.

Example of use: grassing a car park

Areas grassed with ECORASTER® are ecologically
viable. The grassed area is not sealed, i.e. there is
no need to create any levelling areas. Fast and easy
installation saves time and hence costs.

"Chippings" 
filling variant

ECORASTER® can be filled with
a wide range of different mate-
rials. This means that it promo-
tes or reduces water drainage.

Step2

The rows are placed up
against the already instal-
led ECORASTER® tiles and
aligned at the safety
interlocking system.

Step3

You can now press the tiles
into the safety interlocking
system with your foot.

Step4

Finished! – the tiles are
locked into place and thus
securely fixed together. This
rules out the possibility of
standing edges or tile slip-
page.

Installation, surface composition and quantities

Filling
ECORASTER® can be filled with a wide range of materials.

For grass seeding we recommend sand/humus mixtures 
(approx. 0.05 m3 per m2 at a honeycomb height of 5 cm,

and 0.03 m3 at a honeycomb height of 3 cm).

ECORASTER ®

You are able to choose from several different ECORASTER®

types according to the application. These have been 
developed and optimised for the respective requirements.

So there is an ideal solution for every reinforcement 
problem. Feel free to ask us, we'll be happy to advise.

Levelling layer
To level any possible unevenness in the base layer, the ECORASTER®

system should be installed on a layer of chippings up to 2 cm in
thickness (approx. 0.02 m3 per m2).

Base layer
To ensure optimum surface drainage, broken stone (5/32 mm) 
should be used for the base layer. The depth of the layer must 

be chosen according to requirements (car or lorry) and the 
applicable regulations for road and footpath construction.

Installing the system is straightforward: you receive conveniently-sized
sections that have been pre-connected by us at the factory and which can
be taken from the pallet and installed by just one person in a single step
(see below).

Advantagesthat count

ECORASTER® has already been installed at 
several sorting offices of Deutsche Post AG. 

Here you can see a car park 
reinforced with ECORASTER® elastic E50 

shortly after installation. After the grass has 
grown, ECORASTER® is no longer visible.

Modular system

Extremely versatile due to
additional elements (curve
wedges, slope angles, car
park markings)

ECORASTER ® elastic E30

ECORASTER ® (33 cm x 33 cm) - System solutions for all applications 

Whether elastic E30, elastic S50 or elastic E50, individually optimised products have been developed for every
conceivable requirement in horticulture and landscaping. All ECORASTER® types are equipped with the 
patented safety interlocking system (Patent No. 0576939) and are TÜV certified.

ECORASTER ® elastic S50 ECORASTER ® elastic E50

(Registration No. 08-220-144550-1)
(Registration No. 08-220-144550-2)




